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Denotes areas where thread-sealing tape is required.
(CPF & Quick-Test connections do not require thread-sealing tape.)
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MPF-1/8QTM 1/8" Quick Test NPT Male

MPF-1/8MPT 1/8" NPT Male

MPF-1/4QTM 1/4" Quick Test NPT Male

MPF-1/4MPT 1/4" NPT Male

MPF-1/8QTF 1/8" Quick Test NPT Female

MPF-1/4QTF 1/4" Quick Test NPT Female

MPF-1/4FPT 1/4" NPT Female

MPF-1/2QTF 1/2" Quick Test NPT Female

MPF-1/8BSPF G 1/8" Female

MPF-1/4BSPF G 1/4" Female

MPF-3/8BSPF G 3/8" Female

MPF-1/2BSPF G 1/2" Female

MPF-MPF Female to Female

MPF-MPFTU T-Union (Female)

MPF-MPFBULK Bulkhead (Female to Female)

MPF-CAP Cap

MPF-M20QTF M20 x 1.5 Quick Test Female

MPF-M20X1.5F M20 x 1.5 Female

MPF-QCN Quick-Connect Nut

MPF-AN4M AN4 Male

MPF-1/4TBM 1/4" Tube Male

MPF-3/8TBM 3/8" Tube Male

MPF-1/2TBM 1/2" Tube Male

MPF-5/16TRM for Foxboro, Rosemount, & Yokogawa

MPF-1/4TRM for Honeywell

nVision to  ComboPump 

Connection Diagram 4639 . A
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Additional NPT sizes available in non-CPF MP adapters

Additional NPT sizes available in non-CPF MP adapters


